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Dear Exhibition Participants!

EUROEXPO, the Organizer of the International Pharmaceutical Forum and Exhibition
APTEKA 2026, welcomes you and your company as an official participant of the exhibition
and invites you to review the information that will be useful in preparing for your work at the
exhibition.

Please contact us with any questions that may arise during your preparation for the exhibition.
For its part, EUROEXPO, as the event organizer, will make every effort to ensure that your
participation is as effective as possible.

We wish you successful work at the exhibition!

Venue: Timiryazev Center Exhibition Complex, Nemchinov Hall.

YBK «TUMWPSI3EB LIEHTP»
TIMIRYAZEV CENTER
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CONTACTS

Exhibition Organizer: EUROEXPO,
119002 Moscow, 35 Arbat St., Office 364;
tel.: +7 (495) 925 65 61 / 62
WWW.EUroexpo.ru

KoHTaKTHOe nAnuo JONKHOCTb TenedoH E-mail

Olga Maltseva Lead Project Manager +7(495)925-65-61/62 omaltseva@euroexpo.ru
100.220
+7(916)013-32-00

Elena Manukhina Project Manager +7 (495) 925-65-61/62 | manukhina@euroexpo.ru
100.181

Sergey Kasatkin Technical Manager +7 926-550-41-42 skasatkin@euroexpo.ru

Marina Osintseva Programme Director +7 (495) 925-65-61/62 | osintseva@euroexpo.ru

+7 926 736 63 66

Ksenia Kulikova Marketing Manager +7 (495) 925-65-61 nesterova@euroexpo.ru
100.175
Maria Melnikova Coordinator for +7 (495) 925-65-61 coordinator@euroexpo.ru
arrival/departure and 106. 150
permanent participant pass
Petr Levchenkov registration +7 (495) 925-65-61 levchenkov@euroexpo.ru
n00. 149

For special projects and custom stand construction:
Sergey Golovastov

Email: production(@euroexpo.ru

+7 (915) 032-13-01

Visitor registration:
Email: tourismexpo@expodat.com
Tel: +7 (499) 758-09-11

Exhibition complex: Timiryazev Center Educational and Exhibition Complex
Russia, Moscow, 6s1 Verkhnyaya Alleya St.;
Tel: +7(495) 419-19-90

Individual stand accreditation: TB Expo LLC
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Moscow, 6, bldg. 1 Verkhnyaya Alleya St., at the information desks, Monday to Friday from 9:00 to 17:30,
lunch break from 13:00 to 14:00. Tel: +7 (915) 175-37-38

Venue:

Timiryazev Center Exhibition Complex, Moscow, 6s1 Verkhnyaya Alleya St., Nemchinov Hall. The venue is
a 7-minute walk from Petrovsko-Razumovskaya metro station, Exit No. 5.

Exhibition period:

Exhibition build-up
26 September 2026, 08:00-19:30: build-up of standard and raw-space stands; 19:30 - build-up work
stops; 19:45 - exhibition hall must be vacated.
* 27 September 2026, 08:00-19:30: build-up of standard and raw-space stands; 16:00 - companies may
enter the exhibition; 19:30 - build-up work and product display set-up on stands stop; 19:45 - exhibition hall
must be vacated.

Exhibition open days
8-29 September 2026, 10:00-18:00 for visitors; for Exhibitors: 08:00-19:30.
* 30 September 2026, 10:00-16:00 for visitors; for Exhibitors: 08:00-19:30.

Removal of Exhibitor products from the exhibition without stand dismantling:
* 30 September 2026, 16:00-19:45.
* Do not dismantle or pack equipment, handout materials, or decorative elements before 16:00 on 30
September 2026. Removal of exhibits before the Exhibition closes is not permitted.
Exhibition dismantling
. 1 October 2026, 08:00-19:45. Exhibitors and stand-building companies must completely vacate the
exhibition hall; 19:45 - exhibition hall must be vacated.

Compliance with the exhibition schedule and with the Rules for_Participation in Events at the Timiryazev Center
Educational and Exhibition Complex is mandatory for the Exhibitor. The Exhibitor must communicate these

requirements to its representatives, employees, and any third parties engaged to provide services.

If a company cannot complete stand build-up, product display, decoration, or similar work during the specified build-
up period, additional build-up time must be ordered. Applications for an extension must be submitted to the Organizer’s
office by 15:00 on each build-up day. The extension cost is determined according to the rates indicated in the
applications for additional equipment; please confirm the cost with Technical Manager Sergey Kasatkin:
skasatkin@euroexpo.ru, +7 926 550-41-42.

If the Exhibitor exceeds the exhibition-space use time specified in the “Exhibition period” section of this Technical

Manual and has not submitted an application for overtime use of the exhibition area, the Exhibitor or stand builder must
pay for the excess use of the entire exhibition area in the relevant hall in accordance with the procedure and tariffs
established by the exhibition organizers.
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ACCESS TO THE EXHIBITION AREA:

ENTRY TO TIMIRYAZEV CENTER at all stages of exhibition preparation and operation -
build-up, move-in, exhibition days, and dismantling - is through the fixed turnstiles in the registration area at
the main entrance to the complex. Every entry document, including a build-up pass and participant/visitor
badge, must contain a barcode. A personal pass must be used only by the person to whom it was issued and
must not be transferred to third parties. Please carry a passport or another identity document; you may be
asked to present it when entering Timiryazev Center. In the event of a violation, Timiryazev Center reserves
the right to withdraw or block the personal pass and terminate access rights to the complex.

e during exhibition build-up days::

—Personnel of installation organizations performing work at the Event may enter from 08:00 to 19:30,
except during hall marking, using build-up passes. Passes are issued by the responsible stand builder or by the
exhibitor and accredited stand builder through the Contractor Account on the Timiryazev Center website. The
pass contains the specialist’s full name and the installation organization’s name. To gain access to the
Contractor Account, an individual stand builder must pass fire and technical accreditation; after
documentation review, access to the personal account is granted.

Fire and technical accreditation contacts:

- VRT GROUP LLC, integrated fire safety services at the exhibition complex, contact person Ekaterina
Bakulenko, mobile tel. +7(919)772-01-66;

-B Expo LLC, stand-builder accreditation, project documentation review and technical control, contact person
Alexander Shipilov, mobile tel. +7(915)175-37-38.

- Exhibitors and employees working throughout the exhibition period may enter from 08:00 to 19:30,
except during hall marking, using participant badges. To obtain badges, all required data must be entered in
the participant account_on the exhibition website. The participant can download an electronic badge from the
account. A laminated badge can also be obtained in the registration area.

e during exhibition open days

- Exhibitors may enter daily from 08:00 to 19:30 using exhibition participant badges.

- Visitors may enter free of charge using badges from 10:00 to 18:00 on 28 and 29 September and from
10:00 to 16:00 on 30 September.

During exhibition opening hours, the freight gates are closed. Small cargo may be brought through the
registration area. Maximum size: 400 x 400 mm, corresponding to the introscope opening
Bringing alcohol of any kind through the registration area is PROHIBITED. Alcohol may only be brought in

packed form through the freight gates during move-in and additional move-in periods. Courier deliveries
must be met at the main entrance before passing through the security frames.
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VEHICLE ACCESS TO TIMIRYAZEV CENTER

VEHICLE ENTRY to Timiryazev Center is based on passes, namely electronic registration in the Timiryazev
Center access-control system, by scanning the vehicle registration number and recording entry and exit times.
A pass is issued_in the Timiryazev Center personal account separately for each vehicle and grants access only
to the vehicle whose registration number is stated in the pass. When entering the complex, only the driver
indicated in the pass may remain in the vehicle. All employees enter the complex through the registration area.
IMPORTANT: Passes for stand-builder employees and vehicles are issued by the installation organizations
themselves during accreditation with TB Expo LLC.

RULES FOR VEHICLES ON THE TERRITORY OF TIMIRYAZEV CENTER

All vehicles enter the complex only for unloading, with no parking permitted*. Vehicle entry is through the
checkpoint from Verkhnyaya Alleya Street. At the checkpoint, only the driver remains in the vehicle. All
employees enter the Center through the registration area.

Permitted time for vehicles in the loading and unloading area:
- Passenger car: 1 hour.
* Truck up to 5 tonnes: 2 hours.
* Truck from 5 to 10 tonnes: 3 hours.

Vehicles over 10 tonnes are prohibited.

All vehicle-stay violations are recorded and subject to fines.

*For waiting before unloading, please use the FREE PARKING AREA opposite Timiryazev Center.
Parking spaces are limited.

Parking on the territory of Timiryazev Center is paid; the current cost can be confirmed with your
manager or project coordinator.

Attention: Taxi and car-sharing vehicles are not permitted to enter the complex. The only exception is
freight taxi vehicles, such as Gazelle, Porter, or small panel vans, provided that a vehicle and driver pass
has been issued in the Timiryazev Center personal account.

Loading and unloading operations

Orders for loading and unloading services for exhibitors, including loading, storage of cargo and packaging,
delivery of exhibits to stands, and trolley rental, are accepted by DMVEXPO. Contact: Yuri Kharchenko, +7
(977) 260-93-51. Storage of packaging on the stand is not permitted under fire safety rules. Please agree in
advance with your stand builder, transport agent, and other suppliers on the procedure for unloading, return
loading, and removal of equipment and waste from the pavilions.

WASTE COLLECTION

e During the exhibition open days, 28-30 September 2026, waste is collected by the administrative and
maintenance service. At the end of each exhibition day, all waste, including waste baskets, must be
placed in the aisle between stands.

e Exhibitors are responsible for keeping their stands clean. Exhibition participants may order stand
cleaning from the Organizers.



https://texpo.ru/lk/

EXHIBITION SECURITY

Security staff of the Timiryazev Center Educational and Exhibition Complex are located at the entrance to the
exhibition center, at the entrance to the exhibition hall, and at the pavilion freight gates during build-up and
dismantling. During the exhibition, the freight gates are closed. The pavilions are open during build-up,
dismantling, and exhibition operation from 08:00 to 19:45. Night security for the pavilion is provided from
20:00 to 08:00 on exhibition days. If you are concerned about stand security from 08:00 to 19:45, we
recommend ordering additional security.

To secure their stand, Exhibitors may use the services of a security organization accredited by Timiryazev
Center. To order security, contact the Exhibition Coordinator. Only security employees of Timiryazev Center
may be engaged for night-time work. The Exhibition Directorate is not responsible for the safety of exhibits.

DAMAGE TO TIMIRYAZEV CENTER PROPERTY

The Exhibitor is responsible for any damage caused to floors, walls, building columns, standard stand
equipment, or the property of other Exhibitors. Exhibitors must not use paints, varnishes, adhesive or other
coatings on the floor, walls, building columns, or standard stand equipment. Aisles in the exhibition hall must
be kept clean. If damage is identified, the cost of such damage is paid on the basis of a Damage Report issued
by the responsible services of the Timiryazev Center Educational and Exhibition Complex.

INSURANCE

The Organizer undertakes to insure the civil liability of the Organizer and Participants of the Event, including
Exhibitors and Stand Builders, for harm to life and health and/or damage to the property of Exhibitors, Event
visitors, Timiryazev Center, and other third parties for the entire general Event period, including build-up and
dismantling periods and any overtime use of the exhibition area, by entering into an insurance agreement with
an insurance company that meets the requirements of Timiryazev Center.

USE OF OWN AUDIOVISUAL DEVICES

In accordance with the basic requirements for holding events at Timiryazev Center, presentation and
audiovisual equipment may be used at the event only after the relevant inspection by specialists of the General
Stand Builder.

If the equipment belongs to the Exhibitor and supporting documents are available, permission is provided
FREE OF CHARGE by specialists of the Technical Department of Timiryazev Center. The procedure for
obtaining permission and the list of supporting documents are determined by the Technical Department of
Timiryazev Center.

Unauthorized import of audiovisual equipment onto the territory of Timiryazev Center without
ordering and paying for permission, or without a Technical Department mark on the list of imported
equipment, entails penalties.



TECHNICAL SPECIFICATIONS OF THE PAVILIONS:

Parameter Nemchinov Hall
Area / permitted build-up area 3,400sg. m
Maximum permitted floor load 480 kg/sq. m
Height to roof trusses 12m

Maximum permitted stand construction height 6m

Maximum dimensions of cargo moved via lift

Width x height

Lift opening 1.2 m x 2.4 m; lift dimensions 1,500 mm
width x 2,550 mm length x 2,600 mm height

Maximum permitted loads roof beams

suspensions:

on

for

per point ‘ 150 kg/sq. m

Maximum cargo dimensions through inter-hall doors

Width x height None

Electricity connection, 220/380 V 220x3 (16 A),380x2 (32 A, 16 A)
Ethernet RJ45 2 x UTP Cat. 6

Water supply None




STAND CONSTRUCTION. GENERAL PROVISIONS

When ordering equipped exhibition space, the price includes:
1. Exhibition area.
2. Standard stand package with nominal power up to 1.5 kW..

When ordering unequipped exhibition space, the price includes:
1. Exhibition area.

2. Electrical connection up to 1.5 kW, provided that the registration fee has been paid.

EQUIPPED AREA /STANDARD STAND

When choosing equipped space, you rent exhibition space together with stand construction according to
the standard exhibition stand package.

The composition and quantity of equipment depend on the stand area selected. A detailed standard package
is provided on the website. If necessary, in addition to the equipment already included in the standard package,
you may rent additional equipment.

Rates for additional equipment for your stand are available in the applications for additional equipment.
Rates for text and graphic works for your stand are available in the applications for text and graphic works.

If your stand includes doors and showcases, locks and keys are rented for the exhibition period on the
territory of Timiryazev Center against a deposit.

A standard stand is a stand built from an exhibition modular system and includes carpet flooring and
equipment according to the standard exhibition stand package.
Permitted:
1. Changing the wall color by applying self-adhesive film.
2. Changing the height of a standard stand by adding height using the exhibition modular system.
Important:
Wall elements and other additional structural elements must remain undamaged after the exhibition and
must be cleaned of adhesive tape residues and similar materials. It is not permitted to attach your own
equipment to the stand structures, apply film to panels independently, apply logos, drill holes, or attach
advertising or other materials using pins, tacks, hard-to-remove tape, etc. Otherwise, the cost of damaged
stand structure elements and additional equipment will be charged to the exhibiting company. During the
exhibition, a damage report will be drawn up.

Important:
Fire safety rules must be observed; see Appendix No. 1.
Important:

Your exhibition stand must be completed in accordance with the following documents:
+  Exhibitor Technical Manual.
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+  Rules for Participation in Events at Timiryazev Center, including all appendices and supplements.

IPlease note:

Additional lighting or mobile stands with their own electrical circuits may be placed on standard shell-
scheme stands only by agreement with the General Stand Builder. Installation of non-standard stand structures
and interior decorative elements that are not exhibits within standard modular structures is possible only by
agreement with the General Stand Builder after project and technical documentation for the proposed work
has been reviewed. Installation of exhibition equipment, Joker modular structures, and connection of electrical
equipment, except certified exhibits, within a standard stand is regarded as self-build construction and requires
paid accreditation.

IMPORTANT: All persons present on the exhibition area during build-up and dismantling must_use
protective helmets and other personal protective equipment required for the specific types of work. A
fine is imposed for absence of such equipment.

Timiryazev Center Exhibition Complex, the Organizer of the APTEKA International Forum and Exhibition,
the Exhibitor, and the stand builder undertake to strictly comply with the rules on preventive measures to
prevent the spread of COVID-19 in congress and exhibition activities, as approved by the relevant authorities
of the Government of the Russian Federation, decrees of the President of the Russian Federation, and orders
of the Moscow Mayor’s Office. The exhibition organizers undertake to continuously inform visitors and
Exhibitors of APTEKA of all amendments and additions to the relevant provisions by posting information on
the exhibition website and in information notices.
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STANDARD STAND PACKAGE:

12

Equipment for a stand with an area of 6 to 8§ m2

Carpet flooring, grey;
white wall panels; o
fascia panel with inscription, maximum 20 characters, S lEm
blue; )d.. -
2 spotlight wall brackets on track;
1 socket, 220V,

power up to 1 kW;

1 low showcase, 500 x 1000 x 1100 mm; o =

1 table, 700 x 700 mm; < -
2 chairs; 1 wall-mounted coat rack;
1 waste basket.

Equipment for a stand with an area of 9 to 11 m2

* Carpet flooring, grey;

white wall panels;

fascia panel with inscription, maximum 20 characters, -
blue; Aany
3 spotlight wall brackets on track; 1 220 V triple
socket, power up to 1 kW; 1 table, 700 x 700 mm;

3 chairs; 1 low showcase, 500 x 1000 x 1100 mm;

1 wall-mounted coat rack; 1 waste basket.

P

Equipment for a stand with an area of 12 to 17 m2

Carpet flooring, grey;

white wall panels;

1 sliding door, key against deposit, utility room area 1
x1m; gt
fascia panel with inscription, maximum 20 characters,
blue;

1 showcase light; 1 spotlight wall bracket for every 3
meters of stand area;

1 table, 700 x 700 mm;

4 chairs; 1 wall-mounted coat rack;

1 waste basket; e @

1 low showecase, 500 x 1000 x 1100 mm; -t rﬁ T~
1 tall showcase, 500 x 1000 x 2500 mm, 2 glass shelves;
1220V triple socket, power up to 1 kW.

Equipment for a stand with an area of 18 to 24 m2
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* Carpet flooring, grey; white wall panels;

1 sliding door, key against deposit, utility room area 1
x 1 m; fascia panel with inscription, maximum 20
characters, blue;

1 showcase light;

1 spotlight wall bracket on track for every 3 meters of
stand;

1 table, 700 x 1400 mm;

1 table, 700 x 700 mm;

5 chairs;

1 low showcase, 500 x 1000 x 1100 mm;

1 tall showcase, 500 x 1000 x 2500 mm, 1 glass shelf;
1 wall-mounted coat rack;

1 waste basket;

1220V triple socket, power 1 kW.

Equipment for a stand with an area of 25 to 35 m2

Carpet flooring, grey;

white wall panels;

1 sliding door, key against deposit, utility room area 1
x1m;

fascia panel
characters, blue;
1 showcase light;
1 spotlight wall bracket on track for every 3 meters of
stand;

1 table, 700 x 1400 mm;

1 table, 700 x 700 mm;

6 chairs;

1 cabinet, 500 x 1000 x 700 mm;

1 wall-mounted coat rack;

1 waste basket;

1 low showcase, 500 x 1000 x 1100 mm;

1 tall showcase, 500 x 1000 x 2500 mm, 1 glass shelf;
1220 Vtriple socket, power 1 kW.

with inscription, maximum 20
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CTAHAAPT MJilOC

BAPUAHT 1

KomnnekTauusa cteHga

Bbicora KOHCTPYKUMA
creipa 4 M

Boicoracren 2,5 M

Kosposoe nokpbiTie
(user va soibop no wxane
CTaHAapTHbIX UBETOR)

OdopMnesne KonoHH
OAJHOUBETHARA NNEHKa —
yeer Ha sbibop no wane

Ppuaosan naxens
NONHOLBETHARA NeYaTb
Ha GaHHepe

N0 MAKeTy YUacTHHKa

PA3SMEP CTEH[IA
W OB0PY/[10BAHME

3aKpuiToe NoMewjerne

1x1 metp,
ABePb PA3ABHKHAR

WHdopmcToika

Cron kpyrnbii, cepoiit
Cryn Markui
Bewanka HacTexnan
Kopauna mycopHan

Posetxa 220 B,1 5 kBr
Ceerunsumnx 100 Br
Ha WTaure

Opusosas naHens

Ha KaXAYI0 OTKPLITYIO
CTOpPOHY CTeHga

[loctynex ans 3akasa o1 9 M2 obopyaosaxHOR NNOWaEAKW
Boamoxes A0NOAHKUTENbHLIA 3aKa3 060pyA0BaHHR, HE BXOARILENO B CTAHRAPTHYIO KOMNNEKTALMIO, NO PACUEHKaM

Ha AononwKTensHoe obopyaoBanne

STANDARD + STAND PACKAGE

9-11 12-15 16-19 20-24 25-36

KBM.  KB.M. KB.M. KB.M. KB.M.
+ + + + +
+ + + + +
1 1 1 2 2
2 3 4 8 8
+ + + - +
+ I + + +
+ + + + +
- 5 6 8 10
+ + + + +

Odopmnesme cTeHOBLIX NaHenei n MHHOPMALMOHHBIX CTOEK NONHOUBETHON NEYATBIO NO MAKETY YYACTHHUKE BOIMOKHO N0
pacueHKam Ha AoNoNHUTENbHOE 000pyROBaHKE
OBopynosaHie, BX0ASES B CTAHAAPTHYI0 KOMNNEKTALMIO HE MEHAETCR, NPH 0TKA32 CTOWMOCTS He BO3BPalLaeTCs
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CTAHAAPT MJOC

BAPUAHT 2

KomnnekTauusa cteHpa

BbiCOTa KOHCTPYKLMA
creHpa 3,5 M

Boicotacren 2,5 M

Kospogoe noxkpbiTe
(useT Ha BbiGOp NO WKane
CTaHAapPTHbIX LBETOB)

Odopmnerue KoNoHH
Of|HOLBETHAA NNeHKa —
LBeT Ha Bbibop no wkane

®pusosan naxens
nanTBoKC ¢ NofcBeTKOM

C NONHOUBETHOM NEYaTbio
110 M3KETY YYaCTHHKa

PA3MEP CTEH/IA 9-11 12-15 16-19 20-24 25-36
¥ 060PY [J0BAHUE KEM. KBM. KBM.  KBM.  KBM.
3aKpbiToe NOMeLeHKe

1x1 meTp, + + + . +
ABepb pasfBHKHanA

Mudopmcroika paguycHas  + K + + +
Cron kpyrnbii, cepoii 1 1 1 2 2
Cryn Markui 2 3 4 8 8
Bewanxa HacTexHas + + B - +
Kopsura mycopxan + + + + +
Poserxa 2208, 1.5xBr + + + N +
Ceetunoxux 100 Br

R Bl 5 6 8 10
Dpuzoean Naxens . % R i &
Ha KaXAYI0 OTKPLITYI0

CTOPOHY CTeHRa

Jocrynen ans 3aka3a ot 9 M2 obopyAosakHOR NNoWaAK
BoamOKeH JONONHHTENbHLIA 3aKa2 050PYROBAHHA, He BXOAALLErO B CTAHAAPTHYIO KOMMNEKTALMIO, N0 PACLeHKaM

Ha RONONHUTENbHOE 060pYA0BaHHe

OdopmneHne CTeHOBbIX NaHenel W KHPOPMALIMOHHbIX CTOSK NONHOLBETHOM MEYaTbIO N0 MAKeTY YYaCTHWKA BOIMOXKHO MO
pacLieHKasm Ha AONONHKTeNbHOR 060pyAoBaHKe
OBopyaosanne, BXOARULIEE B CTAHAGPTHYIO KOMNABKTALMIO HE MEHAETCS, NPH OTKa3€ CTOMMOCTS He BO3BPallaeTca

STANDARD PLUS

OPTION 1

Stand Package

¢ Stand structure height: 4 m



e  Wall height: 2.5 m

e Carpet flooring (color selected from the standard color chart)

e  Column branding with single-color film — color selected from the color chart
e Fascia panel with full-color printed banner based on the exhibitor’s artwork
Stand Size and Equipment

) 9-11 12-15 16-19 20-24 25-36

Equipment

sq.m sq.m sq.m sq.m sq.m
Enclosed storage room 1x1 m, sliding

+ + + + +
door
Information counter + + + + +
Round grey table 1 1 1 2 2
Upholstered chair 2 3 4 8 8
Wall-mounted coat rack + + + + +
Waste bin + + + + +
220V socket, 1.5 kW + + + + +
100W spotlight on arm 4 5 6 8 10
Fascia panel on each open side of the n n n n n
stand
Notes

e Available for order starting from 9 sq.m of equipped exhibition space

e Additional equipment not included in the standard package may be ordered at extra cost according to the
additional equipment price list

e Full-color printing for wall panels and information counters based on the exhibitor’s artwork is available at
additional cost

e Equipment included in the standard package cannot be exchanged; in case of refusal, no refund is provided

STANDARD PLUS

OPTION 2

Stand Package

e Stand structure height: 3.5 m

e  Wall height: 2.5 m

e Carpet flooring (color selected from the standard color chart)

e  Column branding with single-color film — color selected from the color chart

¢ [lluminated lightbox fascia panel with full-color printing based on the exhibitor’s artwork

Stand Size and Equipment

Equipment 9-11 12-15 16-19 20-24 25-36
sq.m sq.m sq.m sq.m sq.m

Enclosed storage room 1x1 m, sliding

door

+ + + +



9-11 12-15 16-19 20-24 25-3¢

Equipment sq.m sq.m sq.m sq.m sq.m
Curved information counter + + +
Round grey table 1 1 1 2 2
Upholstered chair 2 3 4 8 8
Wall-mounted coat rack + + + + +
Waste bin + + + + +
220V socket, 1.5 kW + + + + +
100W spotlight on arm 4 5 6 8 10
Fascia panel on each open side of the

stand " " - "
Notes

e Available for order starting from 9 sq.m of equipped exhibition space

e Additional equipment not included in the standard package may be ordered at extra cost according to the
additional equipment price list

e Full-color printing for wall panels and information counters based on the exhibitor’s artwork is available at
additional cost

e Equipment included in the standard package cannot be exchanged; in case of refusal, no refund is provided

UNEQUIPPED AREA / CUSTOM STAND CONSTRUCTION THROUGH A THIRD-PARTY
STAND BUILDER

Important:
Stand construction height in the pavilions is limited to 6 m; higher structures are possible only as suspended

structures. Technical height restrictions may also apply in certain areas of the pavilions. For details, please
contact Timiryazev Center: Andrey Denisov, +7 926 753-23-02.

If an Exhibitor rents unequipped space at the APTEKA Forum and Exhibition, the stand-building company
for that area must complete stand accreditation at Timiryazev Center.

Accreditation is handled by TB Expo LLC; tel.: +7 (915) 175-37-38.

In addition, the Exhibitor must pay for electricity connection if consumption exceeds the 1.5 kW
included in the registration fee. Further stand preparation is carried out with the stand-building company.

Your exhibition stand must be completed in accordance with the following documents:

the Official Exhibitor Manual and the Rules for Participation in Events at Timiryazev Center, including

all appendices and supplements.

An Exhibitor using unequipped space must familiarize the stand-building company engaged for
construction of its stand with the area-rental agreement, the documents appended to the agreement, the rules
governing preparation and holding of the Exhibition, and must ensure compliance with their terms and
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requirements. If the stand-building company engaged by the Exhibitor violates the terms of the agreement,
the Exhibitor is responsible for such violations.

Exhibitors may perform build-up/dismantling and decorative works themselves or engage third-party
stand builders only for construction of custom exhibition stands.

A custom stand is a stand made from other materials, such as wood, chipboard, hardboard, fabric,
etc., or a two-storey stand.

Applying film to panels, applying logos, increasing wall height, using suspended structures,
electrodynamic structures, projecting fascia panels, and similar additional elements do not make a
stand a custom stand.

Important:
Companies that have ordered unequipped space should pay special attention to Appendix No. 1, Fire

Safety Rules, and Appendix No. 2, Electrical Work Rules. These rules must be followed both when designing
and constructing the stand. If you have ordered unequipped space, please provide a copy of these rules to your
stand builders.

Please remember that your stand structure must include floor covering and rear and side walls at least
2.5 m high. The stand or its parts must not extend beyond the boundaries of the area you occupy. Inscriptions,
logos, or other information must not be placed on parts of your stand facing adjacent stands. Rear parts of
stands visible from aisles and/or neighboring stands must be properly decorated.

During installation, equipment and materials may be stored only within the rented area. Use of silicate
glass at a height of more than 1.8 m from the floor to the top edge of the installed glass is prohibited. At that
height, special triplex laminated glass may be used.

Custom stands must be built from prefabricated elements of a high degree of readiness, pre-assembled
and painted at the Stand Builder’s production facilities. In exhibition halls, only joining of finished elements
and filling and painting of joints are permitted, with the aisle floors first covered with protective film. The use
of stationary circular saws, surface grinders without dust extraction, open flame, and welding is strictly
prohibited. Stand elements may not be fixed to walls or floors.

If these rules are violated, stand installation may be suspended until the deficiencies are
corrected. During build-up, hand power tools may be connected to 220 V sockets on mobile electrical panels.
Connecting stands to these sockets is prohibited.

After dismantling, the place in the pavilion must be left in its original condition, free of
construction waste, tape, etc. Otherwise, a report will be drawn up and the participating company will
be fined RUB 50,000 per sq. m plus VAT.

Important:
No later than two weeks before build-up begins, the stand project must be submitted to the Technical Department
of Euroexpo, including stand plan, color design, technical drawings showing heights, placement of electrical devices
and water supply/drain points, and actual electricity consumption.

Contact: Sergey Kasatkin, +7 (926) 550-41-42, skasatkin@euroexpo.ru
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Before build-up begins, make sure your stand is located in the place specified in the plan and corresponds to the
project area. If your structures are positioned inaccurately relative to the general marking, you will have to dismantle
and re-install the stand at your own expense.

CONSTRUCTION OF A TWO-STOREY STAND

Please note that when constructing a two-storey stand, the second-floor area is paid for according to
current rates..

Load-bearing structure:

1. The load-bearing two-storey structure must have a static calculation of load-bearing capacity.

2. The stand platform must withstand a load of 500 kg/sq. m.

3. Parts of the platform bearing the load of the two-storey stand structure must withstand 2,500
kg/sq. m.

4. The second-floor deck must withstand a load of 350 kg/sq. m.

Enclosing structures:

1. Second-floor guard structures must be at least 1,100 mm high from the second-floor level and
must prevent objects from falling.
2. Second-floor guard structures must withstand a lateral load of 100 kg/sq. m.
3. Second-floor walls using lightweight infill must have rigid safety infill at a height of 1,100 mm
from the second-floor level and must withstand a lateral load of 100 kg.

The main stand staircase may only be a flight staircase; spiral stairs may be used only as auxiliary

stairs.

l. The width of a flight staircase must be at least 900 mm.

2. The staircase must withstand a load of 500 kg/sq. m.

3. Stair tread width must be at least 250 mm.

4. The staircase incline must not exceed 36 degrees from the horizontal axis.

5. If the stair rise height exceeds 450 mm, guardrails with handrails must be provided.
6. Stair handrails must be 1,100 mm high and withstand a lateral load of 100 kg.

Fire safety requirements:

1. When designing two-storey stands, fire safety requirements under applicable standards and
regulations must be observed; see Appendix No. 1.

2. .A two-storey stand must be equipped with fire alarm sensors transmitting a signal to the relevant
services and with a fire extinguisher.

CONNECTION OF UTILITIES TO THE STAND.

The registration fee includes one connection up to 1.5 kW. If you need power above 1.5 kW or an additional
connection, contact the Technical Department of EUROEXPO; this is a paid service; see Application G.

Please note that rates are indicated for connection to one electrical panel. If there are two or more panels, the
connection cost is calculated separately for each panel. Contact: Sergey Kasatkin, +7 (926) 550-41-42.

The stand must be equipped with an electrical panel corresponding to consumed power, an RCD residual-
current device, and an incoming electrical cable: flexible, copper, five-core, cross-section not less than 6 mm, rated
for the consumed power and of sufficient length, approximately 30 running meters.
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The electrician installing electrical equipment on the stand must have an authorization group of at least level
3. After electrical installation is completed, electrical wiring resistance is measured; this is a paid service. The stand
is then connected to the power supply.

If you need to arrange suspension of a structure from the pavilion ceiling, self-build stand builders should
contact MONTAZHNIK LLC, contact person Andrey Terekhin, +7 (916) 942-76-64. This is a paid service.
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APPENDIX No. 1. FIRE SAFETY RULES

Fire safety rules established on the territory of the exhibition complex.

The Exhibition Directorate provides pavilions and premises for the exhibition in proper condition and guarantees
the basic fire safety conditions, taking into account building codes and regulations..

Exhibition participants are responsible for fire safety and compliance with fire-prevention measures during
build-up, operation, and dismantling of fairs and exhibitions.

Compliance with these rules is monitored by the Exhibition Directorate and local fire authorities..

Fixed stand structures may be made of ordinary construction materials with a standard flammability class. Non-
combustible and flame-retardant materials must be used to finish stand premises, offices, platforms, ceilings, and
fencing. All combustible materials must be treated with a fire-retardant compound. Drapery materials made from
combustible plastics that cannot be treated with fire-retardant compounds are not permitted. The use of combustible
synthetic finishing materials on evacuation routes, including halls, lobbies, corridors, and stairwells, is prohibited.
Documentation characterizing the combustibility of all materials used in stand construction must be provided.

When constructing exhibition stands with increased fire risk, such stands must be equipped with additional fire
alarm sensors connected to the exhibition complex central fire alarm panel; this is a paid service.

Fire safety certificates must be provided for all stand materials used in exhibition organization.

Carpets and carpet runners used in pavilions must be securely fixed to the floor along the perimeter and at joints.
They must be made of flame-retardant material that does not ignite from a burning cigarette or match.

During build-up and dismantling, access routes in pavilions and aisles must remain free. Used transport boxes,
packaging materials, similar materials, and equipment must be immediately removed from the pavilions.

Thresholds and turnstiles must not be arranged on evacuation and visitor routes. Visitor aisles must be at least
3 meters wide and ensure circular movement as well as free access to evacuation passages, electrical panels, fire cabinets,
and other fire-extinguishing equipment. Stairwells, evacuation exits, passages, corridors, and vestibules must always be
kept free of any items obstructing movement.

If fire cabinets or electrical panels are located within an exhibition stand, free access to them must be ensured.
Decorative curtains or other drapery may be used only if they do not prevent immediate access. If fire cabinets are
concealed in this way, the special symbol “IIK” must be used on the curtain or drapery and must be clearly visible from
the aisle.

It is prohibited to arrange exhibitions made of combustible materials, offices, or service rooms in stairwells or
under stair flights.
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The use of electric and gas appliances for preparing tea or coffee may be allowed only in specially designated
and equipped areas agreed with the fire service. Electric heating appliances, refrigerators, and air conditioners must be
connected to an independent electrical network with a protective starting device.

The following are prohibited on exhibition stands:

Setting up storage rooms and workshops

Storing combustible and flammable liquids
Installing vessels containing combustible gases
Demonstrating operating exhibits using open flame.

bl

If the permissible current in low-power electrical devices, such as electric motors and transformers, installed on
an electrified stand is lower than the calculated current for which the automatic protection device is set, additional
electrical protection must be provided. All electrical installations must be grounded. Insulation resistance certificates
must be available.

For open laying of electrical networks, if there is no risk of mechanical damage, cables with non-combustible
or flame-retardant outer sheaths may be used. All connections and branches of wires and cables must be made by
welding, soldering, crimping, or special clamps. At connection and branching points, wire and cable cores must be
reliably insulated.

Flexible wires protected from mechanical damage must be used to connect mobile current collectors. When
fixing electrical installation products, such as junction boxes and sockets, to a combustible or flame-retardant base, an
asbestos layer must be placed underneath them.

Lighting fixtures appropriate for fire-risk premises of class P-II must be used to light halls and stands. Diffusers
made of organic glass, polystyrene, or other highly flammable materials may not be used in fixtures. The distance from
lighting fixtures to non-combustible or flame-retardant surfaces must be at least 40 cm

In the exhibition hall, demonstration of operating models and installations using flammable liquids or
combustible gases is permitted only if they are supplied by pipelines from a reservoir installed outside the building and
exhaust gases are discharged outside. Installation and demonstration of exhibits and processes involving fire risk, such
as welding, soldering, other open-flame work, combustible solvents, etc., must be agreed with the fire safety service:
VRT GROUP, Ekaterina Bakulenko, +7 919 772-01-66.

Warehouses of advertising materials and promotional goods may not be placed in the exhibition hall. Such
materials may be stored in office premises only in quantities not exceeding daily needs. Exhibits, spare equipment,
packaging, and packing materials must be stored outside the pavilions or in specially designated premises.

Smoking is permitted only in specially designated areas agreed with the fire service. Otherwise, the smoker is
subject to a fine.
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Welding and other fire-hazardous work may be performed only with written permission from the Exhibition
Directorate and in strict compliance with current fire safety rules.

All other issues not covered by these rules and arising during build-up, exhibition operation, and dismantling
are resolved on site by fire safety specialists. If the exhibition display does not comply with these rules, the Exhibition
Directorate has the right to require the participant to dismantle the display.

Every day after working hours, all pavilions, administration offices, other premises, halls, lobbies, etc. must be
cleared of combustible waste and materials. Electrical appliances must be disconnected from the power supply, except
refrigerators and equipment involved in a continuous technological process. Waste must be taken to special containers.

All exhibition participants must know and observe fire safety measures, be able to act in the event of fire, and
use primary fire-extinguishing equipment.

For violation of fire safety rules, participants, including representatives of foreign companies, may be
subject to fines by the Technical Directorate and fire supervision authorities in the manner established by the
laws of the Russian Federation.
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APPENDIX No. 2. ELECTRICAL WORK RULES
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10.

Electrical work rules established on the territory of the exhibition complex.

To perform electrical installation work, a license for the relevant work is required.

All electrical installation work must comply with the current Rules for Technical Operation of
Consumer Electrical Installations, Safety Rules, Electrical Installation Code, Fire Safety Rules of the
Russian Federation, and Building Codes and Regulations. Special requirements arising from the
specific nature of exhibition events must also be followed.

Each independent electrical installation, such as a stand or electrical unit, must have a separate
short-circuit and overload protection device, namely an electrical panel and RCD residual-current
device, with calculated trip-current settings. This device must be installed in an accessible place at a
height of 1.8 m from floor level.

All electrical work on stands of individual stand builders must be performed under the supervision of
an electrician with an authorization category of at least level three. Before connecting stands to the
exhibition center electrical network, an insulation resistance test certificate must be presented and a
liability demarcation certificate must be signed.

All electrical panels required for wiring the internal electrical network on stands of individual stand
builders must be equipped with an RCD. The supply cable from the stand electrical panel to the
connection point to the exhibition center electrical network is provided by the stand builder. The
mandatory cable requirements are five cores, flexible copper cable, at least 30 running meters long,
cross-section 6 mm. Cable ramps providing reliable cable protection and preventing injury to visitors
are mandatory. The number of ramps must correspond to the length of cable to be covered.

The supply cable from the electrical floor box to the protection device must be protected from
mechanical damage by being placed in a pipe, metal hose, casing, or similar protective cover and
secured.

Connections of wire and cable core branches must be made by hot soldering, welding, or bolted
clamps. Twist connections and extension of electrical wiring using terminal blocks are not permitted.
All metal structures of the display or stand, electrical panel housings, metal hoses, metal wiring
pipes, etc. must be grounded.

A stand may be connected only if all of the above requirements are met.

From the moment personnel are admitted to electrical installation work, monitoring of compliance
with safety requirements is the responsibility of representatives of the installation organizations.



APPENDIX No. 3. STANDARD AND ADDITIONAL STAND EQUIPMENT
Additional stand equipment must be ordered and paid for no later than two weeks before the
exhibition.

T,

M

Curtain

Sliding door Hinged door
Straight information counter
element 1000 x 500 x 1000 Radius information counter element
Wall element with glass R=1m

Showcase 1000 x 500 x 2500 Showcase 1000 x 500 x 1000 Blinds
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Built-in shelving unit, 4 shelves

Upholstered chair

Bar stool

Table 700 x 700

Table 700 x 1000

Round table, D=0.7

Podium1x1x0.75m

Podium 1 x0.5x0.75 m

Coat rack

Cabinet, h=1.0

|

\

“
~

Z-shaped brochure holder




Freestanding coat rack

Mirror

Refrigerator 150 L

Shelf on profile

STt
AT

_‘;\\1 ([T |”

Waste basket

Sink with hot/cold water

Water cooler with hot/cold water
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Spotlight wall bracket

150 W metal-halide floodlight on
bracket, wide beam

Electrical panel 32 A up to 10 kW

220V socket block

380 V socket, 32/63 A

Luminaire with 40 W fluorescent

lamp
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APPENDIX No. 4. APPLICATIONS FOR ADDITIONAL EQUIPMENT AND GRAPHIC WORKS.

Orders for additional equipment and graphic works may not be
accepted within 14 days before exhibition build-up begins. The cost of

additional equipment and services will increase by 100% from 14
September 2026.

To access the application for additional equipment, follow the link: Application for additional equipment.

To access the application for graphic works, follow the link: Application for graphic works.
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APPENDIX No. 5. CARPET COLORS

Grey

Green

Dark gray

Dark green

Light blue

Red

Blue

Burgundy

Dark blue

Black




APPENDIX No. 6. ORACAL 641 FILM COLOR CHART.

Number Color name

000 Transparent

010 White

020 Golden Yellow

019 Bright Yellow

021 Yellow

022 Light Yellow

025 Sulfur Yellow

026 Crimson Red

312 Burgundy

030 Dark Red

031 Red

032 Light Red

047 Red-Orange

034 Orange

036 Light Orange

035 Pastel Orange

404 Purple

040 Violet

043 Lavender

042 Lilac

041 Raspberry



045

562

518

050

065

049

086

067

057

051

098

052

084

053

056

066

054

055

060

613

061
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Light Pink

Deep Sea Blue

Steel Blue

Dark Blue

Cobalt Blue

Royal Blue

Bright Blue

Blue

Blue Cyan

Gentian Blue

Gentian

Azure

Sky Blue

Light Blue

Ice Blue

Turquoise Blue

Turquoise

Mint

Dark Green

Forest Green

Green



068

062

064

063

070

073

071

076

074

072

080

083

081

082

082

090

091

092
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Grass Green

Light Green

Yellow Green

Lime Green

Black

Dark Grey

Grey

Asphalt Grey

Medium Grey

Light Grey

Brown

Walnut

Light Brown

Beige

Cream

Silver Grey

Gold

Copper
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HannMeH0BaHHEE HEETA

Homep [eer Homep | HamMeHoBaHHe HE€Ta
Qo0 MpOspATHELT 053 CEeTmo-Tomy oo
010 Genen 056 IemAEci romydol
020 SOIOTHCTO-JEENTHE DE6 OHpEOS0EO-CHHENE
019 APEO-JHENTHIE 054 OHpROSOERE
021 BENTEIH 055 LIEET MATH
022 CEETI0-EEIThE D&ED TEMHO-3ETEHRIE
023 CepHO-KEeNTHH 613 SEEHbE TecHoH
026 Oy pIyPHO-KpPacHEL 061 SETEHEIH
312 Sypryaa 068 SEMEHAT TPAEA
030 TEMHO-EPacHEIE 052 CEETA0-SeEHbI
031 KpacHE 054 HENTO-SeeHEIH
037 CETIIO-KPacHEH 063 AHIIOEC-3ETE B
047 Kp&CHO-OpaiEEEbE 070 TEPHELH
034 OpaEEeEsI 073 TeMHO-CEpRE
036 CESTO-OpAH&EEHIE 071 CEpHIE
033 | macTeTEEO-OpEREEEERIE 076 acansTOBEH
404 Iy PITy e 074 CpemHe-CepEE
040 $HoTeTORET 07l CEETI0-CepEL
043 MEEAHIOERIE D20 HOpPHYHEEHE
042 CHpeHEeBEHIH 083 OpexoBLI
041 MATERSERIE D21 CESTI0-EOpHIHEEEIH
043 CEETMO-POSOERIHE 082 DemeEEIH
562 rayJokoe CHHEE MOpe 082 KpeMOEBIH
518 CTambHOR cHERI 050 cepelprcTo-CepE
030 TEMHO-CHHEI 091 SOIOTHCTEIR
063 EoUanETOERE CHEHE 082 METHEH
049 KOpOMEECERE CHHEEH
026 ApEC-CHEHE
0&7 CHEHEH
057 CEHE-TOTYOOH
031 TEHOEARGE-TomySol
093 [EHUHZHOBRIE
032 Na3yPHEEH
024 HefecHLE




